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2.UFPT1
Gram Clean Air A/S
www.GramCleanAir.com

EXTRACTION TABLE WITH FAN 

Side panels and 
ceiling

Opened ventilator 
door for easy access 
for filter change

Dustpan Adjustable legs

Extraction table with automatic compressed air cleaned 
filter and integrated fan. The perfect workbench for use in 
applications where fumes and dust are generated, such 
as welding, grinding etc.

•	 Lengths: 1000, 1500 and 2000mm
•	 Depth: 1100mm
•	 Worktop suction surface: depth 824mm
•	 Height adjustment: from 690 - 938mm
•	 Max weight load on table 150 kg per metre

Description
Process air is led in through the table’s ribs or rear wall and via filter and fan to the exhaust, which can be routed 
via duct or optionally returned to the room via recirculation silencer. The user’s breathing zone is thus kept free of 
harmful particles.

•	 Filtration with compressed air cleaned filter cartridge with filter material according to dust class M
•	 Filter cleaning is performed automatically with compressed air via front-operated push button
•	 Cleaning requirement is read via integrated differential pressure manometer
•	 Integrated fan type VL 1150, 3x400V, 50 Hz, 2-pole. The fan is equipped with a closed fan blade with back-

ward directed straight self-cleaning blades, static/dynamically balanced according to ISO 14694 (BV3 G 
6.3).

•	 Complete with motor protection, 5 m cable and CEE plug 16A 
•	 Compressed air connection via CEJN coupling

Service
Simple assembly, connection and operation: 

The table is delivered fully assembled and only needs to be adjusted to the ergonomically optimal working height 
and is ready to use. Integrated motor starter, compressed air coupling and connector make connection quick and 
easy. Elevator-adjustable dust drawer ensures user-friendly operation of the dust drawer

TYPE UFPT    

Filtermaterial:

Standard Material Used for

G115A Polyester flake with teflon 
membrane

Smoke and light dust particles

Alternativ

G116A Polyester flake with teflon 
membrane, antistatic

Finer static-loaded dust sorts

Filter: •	 UFPT 1000 x 1100:  Filter cartridge ø325mm. Length: 660mm
•	 UFPT 1500 x 1100:  Filter cartridge ø325mm. Length: 990mm
•	 UFPT 2000 x 1100:  Filter cartridge ø325mm. Length: 1320mm

Filter change: Changing cartridges is done via the table service door at the end of the table.

The filters meet demands for extraction degree for dust class M according to DIN EN 60335-2-69 Appendix AA 
(extraction degree > 99.9%).
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2.UFPT2
Gram Clean Air A/S
www.GramCleanAir.com

EXTRACTION TABLE WITH FAN TYPE UFPT    
Construction/surface:
Extraction table type UFPR is constructed accord-
ing to:
•	 Machine Directive 2006/42/EU
•	 EMC Directive 2014/30/EU
•	 Low Voltage Directive 2014/35/EU
•	 Harmonized standards: EN 13854, EN 4414, EN 

12100, EN 60204-1, EN ISO 13857
• 	 Further standards: ISO 3746

Filter cabinet is made in 2mm black steel plate
Surface powder enamelled RAL 7042/7011 struc-
ture Photo: Extraction table type UFPT-BS-ISO 1000/1100 with ad-

ditional equipment (Lighting)

Available in the following standard versions:

UFPT-BS
Backwall with extraction 
and top and sides without 
noise damping

UFPT-B
Backwall with extraction

UFPT-BS-ISO
Backwall with extraction 
and top and sides with 
noise damping

UFPT
Tabletop with extraction

Extraction table type UFPT:

Extraction table type UFPT-B:

Extraction table type UFPT-BS:

Extraction table type UFPT-BS-ISO:
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Description

Bend prg.

Tolerances
Cut/saw

0-150mm0,2mm
Cut/saw

151-999mm0,5mm
Cut/saw

1000mm<0,5mm

Angle1°

Cross target
0,5mm

Cut Welded SubSupplierBendSaw PurchaseDrillRoll Swagging SparepartStamp Kanban

Gram Clean Air A/S
Lysbjergvej 10, Hammelev
6500 Vojens
+45 7452 3075
info@gramcleanair.com
CVR. NR. DK 36 83 18 12

Laser

Program opdateret:
TC 200   TP 3000

Laser
Replaced by:Surface Treatment:Weight:

25,2 kg
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UFPT-BS 1000X1100
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Description

Bend prg.

Tolerances
Cut/saw

0-150mm0,2mm
Cut/saw

151-999mm0,5mm
Cut/saw

1000mm<0,5mm

Angle1°

Cross target
0,5mm

Cut Welded SubSupplierBendSaw PurchaseDrillRoll Swagging SparepartStamp Kanban

Gram Clean Air A/S
Lysbjergvej 10, Hammelev
6500 Vojens
+45 7452 3075
info@gramcleanair.com
CVR. NR. DK 36 83 18 12

Laser

Program opdateret:
TC 200   TP 3000

Laser
Replaced by:Surface Treatment:Weight:

N/A
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Designed by:

Matr.:

Date:Drawing. no.:

UFPT-BS-ISO 1000X1100

02900030  01 17-10-2024
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Description

Bend prg.

Tolerances
Cut/saw

0-150mm0,2mm
Cut/saw

151-999mm0,5mm
Cut/saw

1000mm<0,5mm

Angle1°

Cross target
0,5mm

Cut Welded SubSupplierBendSaw PurchaseDrillRoll Swagging SparepartStamp Kanban

Gram Clean Air A/S
Lysbjergvej 10, Hammelev
6500 Vojens
+45 7452 3075
info@gramcleanair.com
CVR. NR. DK 36 83 18 12

Laser

Program opdateret:
TC 200   TP 3000

Laser
Replaced by:Surface Treatment:Weight:

N/A
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Matr.:

Date:Drawing. no.:

UFPT 1000X1100

60034634  01 16-10-2024
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Description

Bend prg.

Tolerances
Cut/saw

0-150mm0,2mm
Cut/saw

151-999mm0,5mm
Cut/saw

1000mm<0,5mm

Angle1°

Cross target
0,5mm

Cut Welded SubSupplierBendSaw PurchaseDrillRoll Swagging SparepartStamp Kanban

Gram Clean Air A/S
Lysbjergvej 10, Hammelev
6500 Vojens
+45 7452 3075
info@gramcleanair.com
CVR. NR. DK 36 83 18 12

Laser

Program opdateret:
TC 200   TP 3000

Laser
Replaced by:Surface Treatment:Weight:

N/A
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Type Order no. kW
Suction area tabletop

[mm]
Max. air volume

[m³/h]
Filter area

[m²]
Weight

[kg]

UFPT 1000/1100 02 900 000 1.0 900 x 824 890 13 212

UFPT 1500/1100 02 900 150 1.5 1400 x 824 1025 20 246

UFPT 2000/1100 02 900 200 1.5 1900 x 824 1770 26 269

Type Order no. kW

Suction area 
tabletop

[mm]

Suction area 
backwall

[mm]
Max. air volume

[m³/h]
Filter area

[m²]
Weight

[kg]

UFPT-B 1000/1100 02 900 010 1.0 1000 x 824 784 x 638 890 13 240

UFPT-B 1500/1100 02 900 160 1.5 1500 x 824 1284 x 638 1025 20 285

UFPT-B 2000/1100 02 900 210 1.5 2000 x 824 1784 x 638 1770 26 314

Type Order no. kW

Suction area 
tabletop

[mm]

Suction area 
backwall

[mm]
Max. air volume

[m³/h]
Filter area

[m²]
Weight

[kg]

UFPT-BS 1000/1100 02 900 020 1.0 1000 x 824 784 x 638 965 13 253

UFPT-BS 1500/1100 02 900 170 1.5 1500 x 824 1284 x 638 1500 20 303

UFPT-BS 2000/1100 02 900 220 1.5 2000 x 824 1784 x 638 2030 26 334

Type Order no. kW

Suction area 
tabletop

[mm]

Suction area 
backwall

[mm]
Max. air volume

[m³/h]
Filter area

[m²]
Weight

[kg]

UFPT-BS-ISO 1000/1100 02 900 030 1.0 1000 x 824 784 x 638 965 13 259

UFPT-BS-ISO 1500/1100 02 900 180 1.5 1500 x 824 1284 x 638 1500 20 310

UFPT-BS-ISO 2000/1100 02 900 230 1.5 2000 x 824 1784 x 638 2030 26 342
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2.UFPT3
Gram Clean Air A/S
www.GramCleanAir.com

EXTRACTION TABLE WITH FAN TYPE UFPT    
Additional equipment for extraction table type UFPT:

Picture Description Order no.

Additional payment for perforated table top for existing surface. 
- for UFH-E / UFPT 1000x1100

- for UFH-E / UFPT 1500x1100

- for UFH-E / UFPT 2000x1100

02 800 500

02 800 510

02 800 520

Plate for mounting of vice or the like on UFH-E / UFPT 
Table depth:1100mm

02 900 999

Fixture for mounting on fixture base/plate for vice for fixing pipes 
(max. ø90mm)

02 210 460

LED fluorescent lighting fitting 1x9 W (excl. switch)
- for table lengths under 2000mm
LED fluorescent lighting fitting 1x18 W (excl. switch)
- for table lengths starting from 2000mm 
Additional payment for mounting of fluorescent lighting fitting in 
hinged top 

09 700 500

09 701 500

09 703 000

Additional payment for mounting of 3m cable and 230VAC-Schu-
koplug (plug for DE, SE and NO) for fluorescent lighting fitting
Plug-adapter from Schuko-plug (for DE, SE and NO) to 230V (for 
DK)
Plug-adapter from Schuko-plug (for DE, SE and NO) to CEE plug 
16A 230V (for UK)

09 703 200

09 703 550

09 703 560

Wooden slats for UFH-E / UFPT-table
Steel slats for UFH-E / UFPT-table
Stainless steel slats for UFH-E / UFPT-table
20 slats should be used per width meter table

02 700 020

02 700 022

02 700 024

Plastic slats for UFH-E / UFPT-table, material: POM
To be delivered incl. supporting rail for mounting
Max. load per POM-slat is 3 kg 02 700 026

Silencer on extraction table 02 900 005

Noise damping of electro motor 02 900 015
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A

Tegnet af: Godkendt af:

Skala:

Matr.:

Lager:

Antal:

Dato:

Tegn. nr.:

02700000_02800600

2019-03-22
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Beskrivelse

Bukkeprogram:

Lok:

V.Å.GRAM A/S Tolerancer
Klippe/save

0-150mm ±0,2mm
Klippe/save

151-999mm ±0,5mm

Klippe/save
1000mm < ±1mm Vinkel ±1 Krydsmål ±0,5mm

A ( 1 : 10 )

A

Tegnet af: Godkendt af:

Skala:

Matr.:

Lager:

Antal:

Dato:

Tegn. nr.:UFH-E 1000  x 1100 med fixtur
02700000_02800600a

2019-03-22
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Beskrivelse

Bukkeprogram:

Lok:

V.Å.GRAM A/S Tolerancer Klippe/save
0-150mm ±0,2mm

Klippe/save
151-999mm ±0,5mm

Klippe/save
1000mm < ±1mm Vinkel ±1 Krydsmål ±0,5mm

A ( 1 : 5 )

A

Tegnet af: Godkendt af:

Skala:

Matr.:

Lager:

Antal:

Dato:

Tegn. nr.:

02700000_02800600

2019-03-22
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Beskrivelse

Bukkeprogram:

Lok:

V.Å.GRAM A/S Tolerancer
Klippe/save

0-150mm ±0,2mm
Klippe/save

151-999mm ±0,5mm

Klippe/save
1000mm < ±1mm Vinkel ±1 Krydsmål ±0,5mm

A ( 1 : 4 )

A
Tegnet af: Godkendt af:

Skala:

Matr.:

Lager:

Antal:

Dato:

Tegn. nr.:UFH-E 1000 x 1100 m POM ribber
02700000_02700026

2019-03-22
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Beskrivelse

Bukkeprogram:

Lok:

V.Å.GRAM A/S Tolerancer Klippe/save
0-150mm ±0,2mm

Klippe/save
151-999mm ±0,5mm

Klippe/save
1000mm < ±1mm Vinkel ±1 Krydsmål ±0,5mm


